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to implement a DoD required frequency 
change only once per year at the in-
struction of DoD. Such demonstrations 
shall occur during off-peak hours, as 
determined by the NVNG licensee, un-
less otherwise agreed by the NVNG li-
censee and DoD. Such NVNG licensee 
will coordinate with DoD in estab-
lishing a plan for such a demonstra-
tion. In the event that a NVNG li-
censee fails to demonstrate to DoD 
that it is capable of implementing a 
DoD required frequency change in ac-
cordance with a demonstration plan es-
tablished by DoD and the NVNG li-
censee, upon the Commission’s receipt 
of a written notification from NTIA de-
scribing such failure, the Commission 
shall impose additional conditions or 
requirements on the NVNG licensee’s 
authorization as may be necessary to 
protect DoD operations in the 400.15–401 
MHz downlink band until the Commis-
sion is notified by NTIA that the 
NVNG licensee has successfully dem-
onstrated its ability to implement a 
DoD required frequency change. Such 
additional conditions or requirements 
may include, but are not limited to, re-
quiring such NVNG licensee imme-
diately to terminate its operations 
interfering with the DoD system. 

[62 FR 59296, Nov. 3, 1997]

Subpart D—Technical Operations

SOURCE: 58 FR 13421, Mar. 11, 1993, unless 
otherwise noted.

§ 25.271 Control of transmitting sta-
tions. 

(a) The licensee of a facility licensed 
under this part is responsible for the 
proper operation and maintenance of 
the station. 

(b) The licensee of a transmitting 
earth station licensed under this part 
shall ensure that a trained operator is 
present on the earth station site, or at 
a designated remote control point for 
the earth station, at all times that 
transmissions are being conducted. No 
operator’s license is required for a per-
son to operate or perform maintenance 
on facilities authorized under this part. 

(c) Authority will be granted to oper-
ate a transmitting earth station by re-

mote control only on the conditions 
that: 

(1) The parameters of the trans-
missions of the remote station mon-
itored at the control point, and the 
operational functions of the remote 
earth stations that can be controlled 
by the operator at the control point, 
are sufficient to insure that the oper-
ations of the remote station(s) are at 
times in full compliance with the re-
mote station authorization(s); 

(2) The earth station facilities are 
protected by appropriate security 
measures to prevent unauthorized 
entry or operations; 

(3) Upon detection by the license, or 
upon notification from the Commission 
of a deviation or upon notification by 
another licensee of harmful inter-
ference, the operation of the remote 
station shall be immediately suspended 
by the operator at the control point 
until the deviation or interference is 
corrected, except that transmissions 
concerning the immediate safety of life 
or property may be conducted for the 
duration of the emergency; and 

(4) The licensee shall have available 
at all times the technical personnel 
necessary to perform expeditiously the 
technical servicing and maintenance of 
the remote stations. 

(d) The licensee shall insure that the 
licensed facilities are properly secured 
against unauthorized access or use 
whenever an operator is not present at 
the transmitter. 

(e) The licensee of an NGSO FSS sys-
tem operating in the 10.7–14.5 GHz 
bands shall maintain an electronic web 
site bulletin board to list the satellite 
ephemeris data, for each satellite in 
the constellation, using the North 
American Aerospace Defense Command 
(NORAD) two-line orbital element for-
mat. The orbital elements shall be up-
dated at least once every three days. 

[58 FR 13421, Mar. 11, 1993, as amended at 66 
FR 10631, Feb. 16, 2001]

§ 25.272 General inter-system coordi-
nation procedures. 

(a) Each space station licensee in the 
Fixed-Satellite Service shall establish 
a satellite network control center 
which will have the responsibility to 
monitor space-to-Earth transmissions 
in its system. This would indirectly 
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